DPM Products At-a-Glance

A new level of performance, affordability and
total cost of ownership for DPM applications
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The next generation of Direct Part
Mark (DPM) scanning devices

Until recently, direct part marking applications required
expensive high-end systems that often delivered less-than-
acceptable scanning performance. Now, Motorola has taken
a different approach that offers a new level of affordability and
performance. Instead of a large systems-oriented approach

to DPM, Motorola has added direct part marking capability to
select Motorola devices. The result is a family of cost-effective
rugged devices that deliver superior scanning performance for
both bar codes and direct part marks.

When you need to scan DPM marks, think Motorola. Our
DPM-enabled scanners and mobile computers deliver the
same level of reliability that has made us a world leader in bar
code scanning. You can count on patented high-performance
scanning technology that delivers accurate and reliable data
capture, regardless of the surface on which the mark is
printed, the read distance or the size and type of the mark.
You can count on maximum uptime — our devices are built

to endure all-day everyday use in demanding manufacturing
and warehouse environments — and offer world-class service
options. You can count on maximum exibility — the ability

to read DPM marks as well as standard black and white
printed bar codes enables you to choose a single device to
meet all your scanning needs. And you can count on reduced
costs through a powerful single enterprise scanning platform
that simpli es your technology architecture and enables
applications and their costs — to be leveraged across devices.

Get a new level of performance, affordability and total cost of
ownership in your DPM applications — with Motorola’s new
generation of DPM-enabled scanning devices.
















Device

Rugged Speci cations

Data Capture Options

Motorola’s DPM-enabled product portfolio at-a-glance
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